
 

gredos 
ENCODER MODULATOR DVB-S/S2/S2x—HEVC/H.264/MPEG-2 

KEY FEATURES 

• Up to 8 embedded audio pairs (stereo) 

• Simultaneous Outputs IP/ASI and RF 

• Redundancy 1+1, N+1 

• RTP/UDP with FEC SMPTE 2022-1/2/7 

• 3G-SDI Input on HEVC 

• Hot-swappable redundant PSU (AC/DC) 

GREDOS is an encoder-modulator designed with the latest technology for  

Broadcast professional environments. GREDOS guarantees a reliable and low  

latency transmission for high quality contribution and distribution links. 

APPLICATIONS 

• HD/SD  on HEVC / H.264 / MPEG-2 

• Contribution (4:2:2) ASI/IP/RF 

• Distribution (4:2:0) ASI/IP/RF 

• Encryption BISS 1/E 

• Uplink (DSNG) - DVB-S/S2/S2x 

• DTT (ATSC, DVB or ISDB modulator ) 

• Down Conversion HD->SD 

Profile 
Model* 

GHM5232 GHM5032 GHM6232 GHM6032 GHM4232 GHM4032 GHM2232 GHM2032 

HD: H.265 Main10 422@L4 

SD: Main10 422@L3 ● ○       

HD: H.265 Main@L4, Main10@L4 

SD: H.265 Main@L3, Main10@L3 ● ●       

HD: H.264 Hi422@L4 

SD:  H.264 Hi422@L3 ○ ○ ● ○ ● ○ ○ ○ 

HD: H.264 HP@L4 

SD:  H.264 MP@L4 ○ ○ ● ● ● ● ○ ○ 

HD: MPEG2 422P@HL 

SD: MPEG2 422P@ML ○ ○ ● ○ ○ ○ ● ○ 

HD: MPEG2 MP@HL 

SD: MPEG2 MPP@ML ○ ○ ● ● ○ ○ ● ● 

● By Default 

○ Optional 

* Model numbers can slightly vary from the examples given according to the final HW/SW configuration of the unit 
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VIDEO INPUT 

Digital Inputs (Auto-detectable) 

Num. Of inputs:  1 x BNC (active loop output) 

Impedance:   75 Ω 

Formats: 

3G-SDI (SMPTE 424M): 1080p50/59.94/60 

HD-SDI (SMPTE 292M): 1080 i25, 1080 i29.94, 1080 i30,  

720p50, 720p59.94, 720p60  

SD-SDI (SMPTE 259M): 625/25Hz, 525/29.97Hz  

 

VIDEO ENCODING 

Encoding standards and profiles (depending on model chosen) 

HEVC Main@L3; Main10@L3;  Main 10 422@L3 

HEVC Main@L4; Main10@L4; Main 422@L4 

H.264 HP@L3;  MP@L4;  HP@L4;  Hi422@L3;  Hi422@L4  

MPEG-2 MP@ML;  MP@HL;  422P@ML;  422P@HL 

 

Types of Bitrate 

CBR (HEVC/H.265, H.264/AVC, MPEG-2), VBR (H.264) 

  

Resolutions 

525:       720 x 480, 704 x 480, 352x 480 

625:       720 x 576, 704 x 576, 352 x 576 

1080i:    1920 x 1080, 1440 x 1080, 960 x 1080 

                720 x 576, 704 x 576 (con entrada 50i),  

                720 x 480, 704 x 480 (con entrada 59.94i) 

720p:    1280 x 720, 960 x 720, 640 x 720 

1080p:  1920 x 1080, 1440 x 1080,  960 x 1080 (GHM5x32) 

 

AUDIO ENCODING 

Audio Inputs  

4 embedded pairs by default on HD (2 on SD) 

4 AES/EBU interfaces (Except GHM5XXX/HEVC) 

 

Encoding standards 

MPEG-1 Layer II (ISO/IEC 11172-3)  

MPEG-4 AAC (LC/HE v1, HE v2)  

Pass-through Dolby Digital (AC3) y Dolby Digital Plus (EAC3). 

Dolby Digital (AC3) y Dolby Digital Plus (EAC3) (optional) 

PCM y SMPTE 302M (transparent Pass-through ) 16/20/24 Bits  

 

OUTPUT INTERFACE 

Video over IP 

Num.  Outputs:    2 x RJ-45 – 2 simultaneous flows 

Interface:               2 x 10/100/1000 Mbps 

Encapsulation:     TS over  IP: UDP, RTP with FEC SMPTE 2022-1/2/7 

                                  (Multicast/Unicast) , connection control 

ASI output interface 

Num.  Outputs:      2 x BNC (188 byte TS) 

RF Output (DVB-S/S2/S2X) 

Num. Outputs:    1 x N-Connector (L Band, +5/-30 dBm)  

                      1 x SMA Monitor (-20 dB over main output) 

Test Mode:   PBRS, Carrier only, dummy PL Frames 

Reference Input:     1 X BNC    10 MHz 

Reference Output: 1 X BNC    10 MHz  

DVB-S:               QPSK; Roll-off: 0.35 

DVB-DSNG:     8-PSK, 16-QAM; Roll-off: 0.35 

DVB-S2:           QPSK, 8PSK; Roll-off: 0.35; CCM;   

   Short/Long Frame 

Symbol Rate:   1-45 MSym/s 

 

OTHER CHARACERISTCS 

Management and control 

Full configuration via front panel, web interface and SNMP.  

  

Power Supply 

Range :              AC 100 - 240 V 50/60Hz  or DC 40 - 60 V 

Typical Consumption:  < 90 W 

  

Physical characteristics 

Dimensions:         19” x 1RU x 500 mm 

Weight:                         10 Kg  

Operational Temp:    0ºC  to 45ºC 

   

HARDWARE OPTIONS 

Redundant Power Supply unit 

Range :       AC 100 - 240 VAC, 50/60Hz  or DC 40 - 60 VDC 

 

SOFTWARE OPTIONS  

Video Encoding 

By a license key installation, is possible to  the upgrade  the equip-

ment to any supported standard and/or profile. 

  

Additional audio PID licenses 

MPEG-1LII and MPEG-4 AAC 

Dolby AC3 and EAC3 2.0 up to 5.1 

 

Advanced Modulation DVB-S2/S2X  

16-APSK, 32-APSK /64-APSK 

Roll-off: 0.05-0.35, custom 

  

Encryption  

BISS-1 y BISS-E 

 

Other Options 

Logo Insertion 

Redundancy N+1. 
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